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Multimax™

FP8008CH
Ceiling Fan

INSTALLATION REQUIREMENTS: 
Ceiling fan attaches to electrical junction box securely anchored 
and capable of withstanding a load of at least 50 lbs.

ELECTRICAL REQUIREMENTS: 
Ceiling fan requires a grounded electrical supply line of 120 volts 
AC, 60 Hz, 15 amp circuit.

MOTOR SPECS: 
172 x 18 motor is designed for optimal performance with this fan.

BLADE SETS:
A set of 4 reversible, cherry/mahogany, wood blades are included.  Fan can be configured for 2-, 3- or 4-blade operation. 
Not recommended for Damp Location.

CONTROL OPTIONS:
The hand-held touch screen remote control (CRL8TS) with receiver is included.  Touch-screen remote has 3 separate 
fan speeds and off position, 1 to 12-hour fan timer and 3 min delay light-off feature.  Reversing switch located on fan 
housing.  Optional wall control (CWRL4WH/LA) is available.

LIGHTING OPTIONS:
2-bulb (18-watt max low-profile CFL bulbs - included) downlight fixture is included with this fan assembly but not required 
for fan operation (cap is included for use in its place).    Maximum downlight wattage not to exceed 36 watts.

DOWNROD OPTIONS:
The Multimax™ fan comes with a 1/2˝ Dia. x 6˝ long downrod.  Optional downrods are available in 12˝, 18˝, 24˝, 36˝, 48˝, 
60˝, and 72˝.  For installations requiring a longer downrod, a downrod coupler is available.  The Multimax™ fan can be 
mounted on a sloped ceiling up to 30°.  Most sloped ceiling installations require a downrod longer than the standard 4.5˝ 
downrod. Call your local dealer for more information.

LOCATION USE:
Fan is rated for dry locations only.

Available Finishes

CH Chrome with optional opal 
frosted glass light kit included

A1 A2 B
Fan w/6˝ downrod 13.00˝ 17.00˝ 10.70˝
Fan w/12˝ downrod 19.00˝ 23.00˝ 16.70˝
Fan w/18˝ downrod 25.00˝ 29.00˝ 22.70˝
Fan w/24˝ downrod 31.00˝ 35.00˝ 28.70˝
Fan w/36˝ downrod 43.00˝ 47.00˝ 40.70˝
Fan w/48˝ downrod 55.00˝ 59.00˝ 52.70˝
Fan w/60˝ downrod 67.00˝ 71.00˝ 64.70˝
Fan w/72˝ downrod 79.00˝ 83.00˝ 76.70˝

Airflow / Energy Efficiency Info (120V)

Fan Speed Max RPM CFM CFM / Watts Amps Watts
High 156 5062 100 0.45 51

Med 118 3393 111 0.42 31

Low 81 2185 126 0.34 17

Blade Sweep = 52˝ dia

A2
(w/o light kit)

14° Blade Pitch

Net Hanging Weight: 20.5 lbs

Floor

7´ min

7.85˝ dia B

A1
(w/light kit)
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OLD HAVANA® SERIES

FPH210** – Motor Assembly Unit

Motor Unit Specifications
120 volt, 60 Hz, 0.75 amps

Die-cast construction, non-oscillating*
8 ft power cord included

High—1,350 rpm; Med—570 rpm; Low—350 rpm
Weight 19 lbs

220VAC, 50 Hz export version is available

**Motor Unit Finishes
FPH210AC Antique copper (grill, logo & blade)
FPH210BL Black (Damp)
FPH210PW Pewter (grill, logo & blade)
FPH210RS Rust (Damp)

24˝

19˝ 9˝

30˚

90˚

PRODUCT MOUNT DESCRIPTION
Motor assembly unit (FPH210**) is priced and sold 
separately from the four different mounting systems 
(ceiling, floor/desk, wall and pedestal) and accessories.

Head Swivels
Non-Oscillating

*NOTE: Fan Head does NOT oscillate
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OLD HAVANA® SERIES

FPH21** – Pedestal Base Accessory Unit

15.5˝ dia

19˝

48˝

**Pedestal Unit Finishes
FPH21BL Black (Damp)
FPH21RS Rust (Damp)

Cane   Carved   Steel
Custom Column Finishes

(priced & sold separately)

FPH70BL Black (Damp)

FPH70CP Carved Post

FPH70CW Cane Wrapped

FPH41** – Floor/Desk Base Accessory Unit

• Weight 29 lbs (assembled)
• Die-cast construction
• Includes mounting hardware
• Wall and remote control not available
• Priced and sold Separately

**Floor/Desk Unit Available Finishes
FPH41BL Black (Damp)
FPH41RS Rust (Damp)

• Weight 25 lbs (assembled)
• Die-cast construction
• Includes mounting hardware
• Wall and remote control not available
• Priced and sold separately

12˝ dia

19˝

27˝
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OLD HAVANA® SERIES

Controls (for use with Ceiling Unit)

Catalog # Description

CH1 Wall control

CH1V Wall control (ivory)

CH4 Hand-held remote

FPH61** – Wall Mount Accessory Unit

FPH81** – Ceiling Accessory Unit

**Ceiling Unit Available Finishes
FPH81BL Black (Damp)
FPH81RS Rust (Damp)

• Weight 22 lbs (assembled)
• Includes 6˝ downrod

(longer downrods sold separately)
• Will operate with CH4 remote control

and CH1 or CH1V wall control
(sold separately)

• Includes mounting hardware
• Attaches to electrical junction box
• Priced and sold separately

**Wall Unit Available Finishes
FPH61BL Black (Damp)
FPH61RS Rust (Damp)

A

19˝

Fan Assembly A
Fan w/6˝ downrod 27˝

Fan w/12˝ downrod 33˝

Fan w/18˝ downrod 39˝

Fan w/24˝ downrod 45˝

Fan w/36˝ downrod 57˝

Fan w/48˝ downrod 69˝

Fan w/60˝ downrod 81˝

Fan w/72˝ downrod 93˝

• Weight 27 lbs (assembled)
• Die-cast construction
• Includes mounting hardware
• Wall and remote control not available
• Priced and sold separately

9˝

6˝

19˝

29˝

12˝

5˝

11˝

Wall Mount
Hole Pattern

5¾˝
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PALISADE®

FP240**
Ceiling Fan Assembly

18˝ Blade = 64˝
22˝ Blade = 68˝

Net Hanging Weight: 46 lbs 7´ min

Floor

Ceiling

40° Blade Pitch

5.75˝ dia

Blade Sweep
18˝ Blade = 44˝
22˝ Blade = 52˝

4˝ w/24˝ EP
w/18˝ Blade

Available Finishes
AB Antique brass
OB Oil-rubbed bronze (Damp)
PW Pewter
RS Rust (Damp)

INSTALLATION REQUIREMENTS:
Fan uses a ball and bracket hanging system; must be secured to a structural member, such as a ceiling joist, capable 
of withstanding a load of at least 100 lbs.  A 3/8˝ x 5˝ long lag bolt passes through loop in ceiling support cable, hanger 
bracket plate, and into wood structural member above. 
 
ELECTRICAL REQUIREMENTS:
Requires a grounded electrical supply line of 120 volts AC, 60 Hz, 15 amp circuit.   

MOTOR SPECS: 
Two FK2100 motors are designed for optimal performance with this fan.  220 VAC, 50 Hz export version available.

FAN SPEEDS: 
High—50 rpm; Low—30 rpm

BLADES:
A variety of palm, bamboo, and wood blades are available—sold separately; see our catalog or visit www.fanimation.com.

CONTROL OPTIONS:
C3 wall control is included.  Optional C24 remote control and C25 wall control are available with use of optional SW24  
receiver unit—all sold separately.  Instructions are provided with each control. 

LIGHTING OPTIONS:
Optional lighting fitters and light kits are available.  See our catalog or visit www.fanimation.com for available lighting options.

EXTENSION POLE:
Fan requires the use of an extension pole—sold separately.  Extension poles available in 24˝, 30˝, 36˝, 48˝, 60˝ and 72˝ lengths.  
An extension pole coupler is available for installations requiring an extension pole longer than 72˝.  Fan can be mounted on a 
sloped ceiling up to 30°. Optional sloped ceiling ball kit (SCB52) is available for slope angles greater than 30° and up to 52°.

ACCESSORY OPTIONS:
Various optional accessories are available; see our catalog or visit www.fanimation.com.

LOCATION USE:
Fan is dry location rated only.   Damp location rated with use of rust finish fan assembly and woven bamboo or all-weather 
composite blades.

Component Weights
Motor Assembly Unit (2) 14 lbs

Horizontal Tube Assembly 5 lbs

Blade Set (8)† 3-5 lbs

Extension Pole† 1 lb/ft
†Sold Separately

Distance from Ceiling to 
Bottom of Blades A

*24˝ Pole w/18˝ Palm Blades 51˝

30˝ Pole w/22˝ Palm Blades 61˝

36˝ Pole w/22˝ Palm Blades 67˝

48˝ Pole w/22˝ Palm Blades 79˝

60˝ Pole w/22˝ Palm Blades 91˝

72˝ Pole w/22˝ Palm Blades 103˝

* 24˝ extension pole may be used
  with 18˝ blades only
* Can be mounted on a sloped
  ceiling up to 45°

A
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PALMETTO®

Motor Assembly Unit*

Chain-driven, 115 volt, 60–50 Hz,
0.62–0.76 amps, 1/20 hp

220 VAC, 50 Hz export version available
Available in 2 finishes

Ordering Information (items sold separately)
Item Catalog No. Description

Fan Assembly

FP601**
FP602**
FP603**
FP604**
FP605**

One section
Two sections
Three sections 
Four sections
Five sections

Blade Sets 
(Includes Blade Holder, 
Stem and Hub)

Up to 3 blade sets can be 
used per section.
See Catalog or visit
www.fanimation.com for more 
blade information

C

A

G

**Insert Finish Codes

I

H

J

Blades To Floor
7´ minimum

*NOTE: Not recommended for sound-sensitive areas
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PALMETTO®

Available Finish
AB Antique brass
BL Black

Dimensional Information
A Overall Length* 10´ – 50´

B Support Spacing† 12´ 11˝ (center of base to center of base)
10´ 5½˝ (outside of base to outside of base)

C Ceiling to Shaft 27˝

D Base Width 6˝

E Base Length 18˝

F Blade Sweep 48˝

G Overall Drop 51˝

H Blade Radius 24˝

I Blade Length 18˝

J Base Stem Length 4˝

B

DE

F

*Available 9´ to 45´ (depending on number of sections)

†Supports can be spaced from 48˝ to 12´ 11˝.  Outside of base to outside of base, if entire 
108˝ shaft is used.  Shaft is cut to length required at installation.

NOTE: Not designed for significant air movement and not recommended for sound-
sensitive areas due to chain-driven motor.
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PALMETTO®

FP600 Series
Ceiling Fan Assembly

INSTALLATION REQUIREMENTS: 
Each drive shaft support must have 3/4˝ plywood backing (20˝ x 20˝) attached to the ceiling joists, snug above the sheet 
rock and able to support 100 lbs.

ELECTRICAL REQUIREMENTS: 
Drive shaft support containing motor unit requires a 120 VAC, 60 Hz, 15 amp circuit, 15 amp electrical feed via a flush 
mount junction box positioned on center and wired to an on/off switch (motor unit is single speed).  Any support containing 
a light fixture will also require a junction box on center, with a circuit wired to a dimmer circuit or on/off switch.  Motor unit 
and lights should be on separate switch legs.

FAN SPEED: 
Single-speed, 15 rpm; NOT designed for significant air movement.

BLADES:
18˝ wide oval palm (PMP2**) and 18 wide oval bamboo (PMD2A**) blade assemblies are available—sold separately. See 
our catalog or visit www.fanimation.com to view these blade options.

LIGHTING OPTIONS:
Optional lighting fitters and light kits are available.  Lighting can only be mounted on the cap housing.  Installation instructions 
are provided with each fitter and light kit.  See our catalog or visit www.fanimation.com for available lighting options.

LOCATION USE:
Fan is rated for dry locations only.
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FP720-Fan Unit / FP780-Motor
Wall Mount Assembly

Wall Assembly Specifications
A Support Spacing 12˝ to 4´ *

B Fan Base Width 4½˝

C Blade Projection 21˝ with 18˝ Blades@30°
24˝ with 22˝ Blades@30°

D Blade Projection 9½˝ with 18˝ Blades
11¾˝ with 22˝ Blades

E Blade Angle
(10° increments)

Wide Oval Blade, 30° max
Narrow Blade, 45° max

F Motor Assembly Unit 13¾˝ L x 7¼˝ W

Weights (Approximate)
Fan Assembly Unit 5 lbs

Motor Assembly Unit 17½ lbs

B

A

D

C

E

F

F

NOTES: 
Installation is NOT recommended for sound sensitive areas.
Not designed for significant air movement.
Not recommended for Damp Location.

PUNKAH®

* Cutting of push rods is required for spacing of 12˝ to 27½˝.



64

PUNKAH® FP720-Fan Unit / FP780-Motor
Ceiling Mount Assembly

Weights (Approximate)
Fan Assembly Unit 5 lbs

Motor Assembly Unit 17½ lbs

Ceiling Assembly Specifications
A Overall Length 4´ to 24´

B Support Spacing 12˝ to 4´ *

C Fan Base Unit 4½˝ L x 4½˝ W

D Overall Drop 23˝ with 18˝ Blades
27˝ with 22˝ Blades

E Blade Sweep 21˝ with 18˝ Blades
25½˝ with 22˝ Blades

F Motor Assembly Unit 13¾˝ L x 7¼˝ W

INSTALLATION  REQUIREMENTS
It is recommended that each fan and motor have ¾˝ plywood backing (12˝ x 12˝ min.) fit snug 
behind the sheet rock for adequate support. This may also be done with continuous backing 
running the length of the fan system, allowing greater flexibility in blade placement.

ELECTRICAL  REQUIREMENTS
A 120 VAC electrical feed is required and should be accessible to the 
center of the motor. This circuit should be wired to an on/off switch 
(Motor is single speed). The motor assembly is supplied with a 2 ft. 
cord with plug.  Motor assembly may be wired directly to electrical 
outlet box. The Fan Blades oscillates at approximately 18-20 rpm.

C

B

A

E

C

*For spacing of 12˝ to 27½˝, cutting of push rods is required.

NOTES: 
Installation is NOT recommended for sound sensitive areas.
Not designed for significant air movement.
Not recommended for Damp Location.
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PUNKAH®

**Available Finishes
AB Antique brass
PW Pewter
RS Rust

Ordering Information (Items Priced and Sold Separately)
Item Catalog No. Description

Fan Assembly Unit FP720** Use in ceiling or wall application
One push rod included (with each fan unit)

One Motor Unit FP780**

120V, 60 Hz, ½ horsepower, 0.90 amp, 19 rpm, single-
speed FK2100; ON/OFF Switch only (customer supplied).
2 ft power cord (or can be hard-wired directly)
Maximum 6 fan assembly units per motor.

Blade Sets
(Order Separately)

See catalog for blade options
NOTE: 18˝ blades are recommended for most installations

220V Model (Export version)

Motor Assembly - 220 volt, 50 Hz
Ceiling / Wall Mount

Oscillating RPM: 19 (single-speed) 
Available in 3 standard finishes

D

F

F

NOTE: Motor may also
be wall mounted
or mounted between
fan assemblies

**Insert Finish Codes



66

QUATTRO™

A B
Fan w/4.5˝ downrod 15.67˝ 12.23˝
Fan w/12˝ downrod 23.17˝ 19.73˝
Fan w/18˝ downrod 29.17˝ 25.73˝
Fan w/24˝ downrod 35.17˝ 31.73˝
Fan w/36˝ downrod 47.17˝ 43.73˝
Fan w/48˝ downrod 59.17˝ 55.73˝
Fan w/60˝ downrod 71.17˝ 67.73˝
Fan w/72˝ downrod 83.17˝ 79.73˝

FP8050SN
Ceiling Fan

7´ min

Floor

Ceiling

Net Hanging Weight: 16.1 lbs

5.52˝ dia

14° Blade Pitch

Available Finishes

SN Satin nickel with reversible 
cherry/satin nickel blades

A B

Blade Sweep = 50” dia

INSTALLATION REQUIREMENTS: 
Fan must be attached to a securely anchored electrical 
junction box capable of withstanding a load of at least 50 lbs.

ELECTRICAL REQUIREMENTS: 
Requires a grounded electrical supply line of 120 volts AC, 60 Hz, 
15 amp circuit. 

MOTOR SPECS: 
153 x 18 motor is designed for optimal performance with this fan.

BLADES:
A set of four 21˝ reversible, cherry/satin nickel blades is included.  

CONTROL OPTIONS:
C24 hand-held remote control with canopy-style receiver unit (RECFP5220) is included.  Frequency code settings are 
located in both  transmitter and receiver units.  Push button remote control has 3 fan speeds, infinite light levels and off 
button  Reversing switch located on fan housing.  Optional C25 wall control is available—sold separately.  Instructions 
are provided with each control.

LIGHTING OPTION:
Single-bulb downlight fixture with one 50-watt GU10/MR16 halogen bulb is included. 

DOWNROD OPTIONS:
Fan comes with a 1˝ Dia. x 4.5˝ downrod. Optional downrods are available in 12˝, 18˝, 24˝, 36˝, 48˝, 60˝, and 72˝. For 
installations requiring a longer downrod, a downrod coupler is available. The Akira™ fan can be mounted on a sloped 
ceiling up to 30°. Most sloped ceiling installations require a downrod longer than the standard 4.5˝ downrod. Optional 
close-to-ceiling kit is available as well—sold separately. Call your local dealer for more information.

LOCATION USE:
Fan is rated for dry locations only.

Airflow / Energy Efficiency Info (120V)

Fan Speed Max RPM CFM CFM / Watts Amps Watts
 High 144 4295 93 0.38 46

Med 100 3024 120 0.34 25

Low 57 1652 165 0.24 10



varies depending on blade selection, 
	 see chart on page 79
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FP1820**
Ceiling Fan

SANDELLA®

7´ min

Floor

Ceiling

Blade Sweep

Net Hanging Weight: 34 lbs

5.75˝ dia

20° Blade Pitch

Available Finishes
OB Oil-rubbed bronze (Damp)
RS Rust (Damp)
SN Satin Nickel (Damp)

INSTALLATION REQUIREMENTS: 
Fan must be attached to a securely anchored electrical junction 
box capable of withstanding a load of at least 50 lbs.  

ELECTRICAL REQUIREMENTS: 
Requires a grounded electrical supply line of 120 volts AC, 60 Hz, 
15 amp circuit.  

MOTOR SPECS: 
FK2100 motor is designed for optimal performance with this fan.  220 
VAC, 50 Hz export version available.

BLADES:
A variety of 4- and 5-blade sets are available—sold separately.  5-blade sets are available in palm, bamboo, wood and 
composite materials.  4-blade sets are made of wood and will increase speed and airflow.  Traditional blade holders (5-blade) 
and wood blade holders (4-blade) are included.  See our catalog or visit www.fanimation.com for blade options.

Note: Fan speeds will vary according to blade set—material, shape and size of blade.  In general, smaller blades 
will turn faster than bigger ones and narrower blades will turn faster than wider ones.

CONTROL OPTIONS:
C22 hand-held remote control and C23 wall control (white faceplate included) with receiver unit (P2550) are included. 
Push-button control has 3 speeds, reverse, up/downlight controls and off button.  C2-220 wall control is included with 
220V models.  Instructions are provided with each control.

LIGHTING OPTIONS:
3-bulb decorative uplight fixture with three 40-watt candelabra bulbs is included.  Maximum downlight wattage is not to 
exceed 120 watts.  See our catalog or visit www.fanimation.com for available downlight options.

DOWNROD OPTIONS:
Fan comes with a ½˝ dia. x 6˝ long downrod (DR6).  Optional downrods are available in 12˝, 18˝, 24˝, 36˝, 48˝, 60˝ and 
72˝ lengths.  A downrod coupler is available for installations requiring a downrod longer than 72˝.  Fan can be mounted 
on a sloped ceiling up to 30°.  Most sloped ceiling installations require a downrod longer than the standard 6˝ downrod.  
Optional sloped ceiling ball kits (SCB52) are available for slope angles greater than 30° and up to 52°.  Call technical 
support for more information.

LOCATION USE:
Fan is dry location rated when used with natural palm or wood blades.  Damp location rated with use of woven bamboo 
or all-weather composite blades.

Airflow / Energy Efficiency Info (120V)

Fan Speed Max RPM CFM CFM / Watts Amps Watts
High 140 4792 58 0.70 83

Med 91 2976 75 0.47 40

Low 59 1673 89 0.31 19

A B*
Fan w/6˝ downrod 16.00˝ 17.00˝
Fan w/12˝ downrod 24.00˝ 23.00˝
Fan w/18˝ downrod 30.00˝ 29.00˝
Fan w/24˝ downrod 36.00˝ 35.00˝
Fan w/36˝ downrod 48.00˝ 47.00˝
Fan w/48˝ downrod 60.00˝ 59.00˝
Fan w/60˝ downrod 72.00˝ 71.00˝
Fan w/72˝ downrod 84.00˝ 83.00˝

A B
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FP920**
Wet Location Fan

TORRENTO®

7 ft-10 in.

20˝ Base Diameter

7 ft-2 in.
from floor

12 ft Power
Cord

Blade Sweep

20° Blade Pitch

Net Weight: 75 lbs

INSTALLATION REQUIREMENTS: 
Base of fan must be secured to floor using three 3/8˝-7/16˝ lag screws for wood floor applications or  3/8˝-7/16˝ lag bolt/
lag shields for concrete floor applications.  Lag screws, lag bolts and lag shields included.

ELECTRICAL REQUIREMENTS: 
Requires a grounded electrical supply line of 120 volts AC, 60 Hz, 15 amp circuit with ground fault protection. 
12 ft power cord with 3-prong plug is included.  Can be hard-wired directly to “weather-tight“ junction box.  

MOTOR SPECS: 
188 x 25 motor is designed for optimal performance with this fan.  220 VAC, 50 Hz export version available (aged bronze finish).

FAN SPEED:
3-speed pull-chain with reversing switch (on the motor).  Approximate speeds (depending on blade selection)
High—145 rpm; Med—95 rpm; Low—60 rpm;

BLADES:
All-weather composite, palm, bamboo, and wood blade sets are available—sold separately. See our catalog or visit www.
fanimation.com for blade options.

LOCATION USE:
Fan is rated for dry, damp and wet locations.

Available Finishes

AZ Aged bronze
TB Textured black

Optional Table Accessory
TA92AZ Aged bronze
TA92TB Textured black

20˝ DiameterFits Most 
Umbrellas

Available All-Weather Composite Blades
Palm leaf BPP1 Natural - 22˝ wide oval

Palm leaf-brown BPP1BR Painted - 22˝ wide oval

Palm leaf BPP4 Natural - 22˝ narrow oval

Palm leaf-brown BPP4BR Painted - 22˝ narrow oval

Palm leaf-green BPP4GR Painted - 22˝ narrow oval

Woven bamboo BPD1A Antique - 22˝ wide oval

Woven bamboo BPD4A Antique - 22˝ narrow oval

Woven bamboo BPD4MW Matte white - 22˝ narrow oval

Traditional wood BPW10CY Cherry - 20˝ narrow

varies depending on blade selection, 
see chart on page 79
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TORTO™

FP7900**
Ceiling Fan

7´ min

Floor

Ceiling

Varying Blade 
Pitch

Net Hanging Weight: 26.4 lbs

6.5˝ dia

Blade Sweep = 52˝ dia

Available Finishes
MG Metro gray
OB Oil-rubbed bronze

INSTALLATION REQUIREMENTS: 
Fan must be attached to a securely anchored electrical junction 
box capable of withstanding a load of at least 50 lbs.

ELECTRICAL REQUIREMENTS: 
Requires a grounded electrical supply line of 120 volts AC, 60 Hz, 
15 amp circuit.  

MOTOR SPECS: 
172 x 20 motor is designed for optimal performance with this fan.

BLADE SET:
Three composite blades are included.

CONTROL OPTIONS:
C20 hand-held reversing remote control with canopy-style receiver unit (RECAN68) is included. Push button remote 
control has 3 fan speeds, infinite light levels, reverse and off button.  Optional C21 wall control is available—sold 
separately.  Instructions are provided with each control.

LIGHTING OPTIONS:
2-bulb built-in downlight fixture with two 60-watt candelabra bulbs is included.  Maximum downlight wattage is not to 
exceed 120 watts.

DOWNROD OPTIONS:
Fan comes with a 1˝ dia. x 6˝ long downrod (DR1-6).  Optional downrods available in 12˝, 18˝, 24˝, 36˝, 48˝, 60˝ and 72˝ 
lengths.  Fan can be mounted on a sloped ceiling up to 30°.  Most sloped ceiling installations require a downrod longer 
than the standard 6˝ downrod.  Call technical support for more information.

LOCATION USE:
Fan is rated for dry and damp locations.

Airflow / Energy Efficiency Info (120V)

Fan Speed Max RPM CFM CFM / Watts Amps Watts
High 106 4400 76 0.49 58

Med 88 2800 79 0.44 36

Low 66 1700 93 0.34 18

BA

A B
Fan w/6˝ downrod 16.50˝ 12.00˝
Fan w/12˝ downrod 22.50˝ 18.00˝
Fan w/18˝ downrod 28.50˝ 24.00˝
Fan w/24˝ downrod 34.50˝ 30.00˝
Fan w/36˝ downrod 46.50˝ 42.00˝
Fan w/48˝ downrod 58.50˝ 54.00˝
Fan w/60˝ downrod 70.50˝ 66.00˝
Fan w/72˝ downrod 82.50˝ 78.00˝
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TREVENTI® - Unipacked

LX25** 
Unipacked Series Fans

Fan / Housing / Blade Assembly Description

Motor Assembly and Blade Holders Black

Motor Housing (Side-Light Kit Adaptable) Malawi®

Blades (Set of 3 included) B2040BL black carved wood

LX25ML

Fan / Housing / Blade Assembly Description

Motor Assembly and Blade Holders Pewter

Motor Housing Amalfi® – Pewter

Blades (Set of 3 included) B2070CP cairo purple wood

LX25PW

Fan / Housing / Blade Assembly Description

Motor Assembly and Blade Holders Rust (Damp)

Motor Housing Amalfi® – Rust

Blades (Set of 3 included) B3000IM brown wicker weave

LX25RS

Fan / Housing / Blade Assembly Description

Motor Assembly and Blade Holders Black

Motor Housing (Side-Light Kit Adaptable) Zanzibar®

Blades (Set of 3 included) B2040BL black carved wood

LX25ZB

INSTALLATION REQUIREMENTS: 
Fan must be attached to a securely anchored electrical junction 
box capable of withstanding a load of at least 50 lbs.

ELECTRICAL REQUIREMENTS: 
Requires a grounded electrical supply line of 120 volts AC, 60 
Hz, 15 amp circuit.  

MOTOR SPECS: 
FK2100 motor is designed for optimal performance with this fan.  
220 VAC, 50 Hz export version available.  

CONTROL OPTIONS:
C22 hand-held remote control and C23 wall control (white 
faceplate included) with receiver unit (P2550) are included. Push 
button control has 3 speeds, reverse, up/downlight controls and 
off button.  C2-220 wall control is included with 220V models.  
Instructions are provided with each control.

LIGHTING OPTIONS:
3-bulb decorative uplight fixture with three 40-watt candelabra 
bulbs is included.  Optional LK25 side-light kit is available (bulbs 
included).  Optional downlight fitters and light kits are also available.  
Maximum wattage including uplight, sidelight and downlight not to 
exceed 300 watts.  See our catalog or visit www.fanimation.com for 
all available lighting options.

DOWNROD OPTIONS:
Fan comes with a ½˝ dia. x 7˝ long downrod (DR7).  Optional downrods 
are available in 12 ,̋ 18 ,̋ 24 ,̋ 36 ,̋ 48 ,̋ 60˝ and 72˝ lengths.  A downrod 
coupler is available for installations requiring a downrod longer than 
72 .̋  Fan can be mounted on a sloped ceiling up to 30°.  Most sloped 
ceiling installations require a downrod longer than the standard 7˝ 
downrod.  Optional sloped ceiling ball kits (SCB52) are available for 
slope angles greater than 30° and up to 52°.  Call technical support 
for more information.

LOCATION USE:
LX25ML, LX25PW and LX25ZB are dry location rated only. 
LX25RS is dry and damp location rated.

Floor

Ceiling

Net Hanging Weight: Approx. 30–35 lbs

5.75˝ dia

18° Blade Pitch

A B

7´ min

Blade Sweep = 56˝ dia

A B
Fan w/6˝ downrod 16.00˝ 18.00˝
Fan w/12˝ downrod 22.00˝ 24.00˝
Fan w/18˝ downrod 28.00˝ 30.00˝
Fan w/24˝ downrod 34.00˝ 36.00˝
Fan w/36˝ downrod 46.00˝ 48.00˝
Fan w/48˝ downrod 58.00˝ 60.00˝
Fan w/60˝ downrod 70.00˝ 72.00˝
Fan w/72˝ downrod 82.00˝ 84.00˝
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TREVENTI® - Custom

FP2500**
Ceiling Fan

Floor

Ceiling

Net Hanging Weight: Approx. 30–35 lbs
(depending on Housing, Blade, & Accessory choices)

5.75˝ dia

18° Blade Pitch

Available Finishes
BL Black (Damp)
PW Pewter
RS Rust (Damp)

INSTALLATION REQUIREMENTS: 
Fan must be attached to a securely anchored electrical junction 
box capable of withstanding a load of at least 50 lbs.

ELECTRICAL REQUIREMENTS: 
Requires a grounded electrical supply line of 120 volts AC, 60 Hz, 
15 amp circuit.  

MOTOR SPECS: 
FK2100 motor is designed for optimal performance with this fan.  220 
VAC, 50 Hz export version available.  

HOUSING ASSEMBLY (HA25**):
Motor housings are available in a variety of styles, materials and finishes to fit your decor—sold separately. 
See our catalog or visit www.fanimation.com for housing options.

BLADES:
Fan uses B2000 & B3000 Series Blades—sold separately.  See our catalog or visit www.fanimation.com for blade options.

CONTROL OPTIONS:
C22 hand-held remote control and C23 wall control (white faceplate included) with receiver unit (P2550) are included. 
Push button control has 3 speeds, reverse, up/downlight controls and off button.  C2-220 wall control is included with 
220V models.  Instructions are provided with each control.

LIGHTING OPTIONS:
3-bulb decorative uplight fixture with three 40-watt candelabra bulbs is included.  Optional LK25 side-light kit is available 
(bulbs included).  Optional downlight fitters and light kits are also available.  Maximum wattage including uplight, sidelight and 
downlight not to exceed 300 watts.  See our catalog or visit www.fanimation.com for all available lighting options.

DOWNROD OPTIONS:
Fan comes with a ½˝ dia. x 7˝ long downrod (DR7).  Optional downrods are available in 12˝, 18˝, 24˝, 36˝, 48˝, 60˝ and 72˝ lengths.  
A downrod coupler is available for installations requiring a downrod longer than 72˝.  Fan can be mounted on a sloped ceiling up 
to 30°.  Most sloped ceiling installations require a downrod longer than the standard 7˝ downrod.  Optional sloped ceiling ball kits 
(SCB52) are available for slope angles greater than 30° and up to 52°.  Call technical support for more information.

LOCATION USE:
Fan is dry location rated only.  Damp location rated with use of (Damp) finish fan assembly and woven bamboo blades.

Airflow / Energy Efficiency Info (120V)

Fan Speed Max RPM CFM CFM / Watts Amps Watts
High 129 5619 66 0.71 85

Med 81 3352 91 0.45 37

Low 51 1944 114 0.30 17

varies depending on blade selection, 
	 see chart on page 79

Blade Sweep

A B*
Fan w/6˝ downrod 16.00˝ 18.00˝
Fan w/12˝ downrod 22.00˝ 24.00˝
Fan w/18˝ downrod 28.00˝ 30.00˝
Fan w/24˝ downrod 34.00˝ 36.00˝
Fan w/36˝ downrod 46.00˝ 48.00˝
Fan w/48˝ downrod 58.00˝ 60.00˝
Fan w/60˝ downrod 70.00˝ 72.00˝
Fan w/72˝ downrod 82.00˝ 84.00˝

A B*

7´ min

*Dimension differs with use of B2000CP blade.
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Ventana™

FP8032SB
Ceiling Fan

INSTALLATION REQUIREMENTS: 
Ceiling fan attaches to electrical junction box securely anchored 
and capable of withstanding a load of at least 50 lbs.

ELECTRICAL REQUIREMENTS: 
Ceiling fan requires a grounded electrical supply line of 120 volts 
AC, 60 Hz, 15 amp circuit.

MOTOR SPECS: 
172 x 17 motor is designed for optimal performance with this fan.

BLADE SETS:
A set of 5 reversible mahogany/walnut wood blades is included. 

CONTROL OPTIONS:
The hand-held remote control (C24) with canopy receiver (RECFP5220) is included.  Push button remote control will 
consist of 3 separate fan speeds, infinite light levels, and off position.  Reversing switch located on fan housing.  Optional 
wall control (C25) is available (to be used in conjunction with fan receiver).

LIGHTING OPTIONS:
3-bulb (40 watt max candelabra bulbs - included) downlight fixture with amber tea glass is included with this fan assembly.    
Maximum downlight wattage not to exceed 120 watts.

DOWNROD OPTIONS:
The Ventana™ fan comes with a 1˝ Dia. x 4.5˝ downrod.  Optional downrods are available in 12˝, 18˝, 24˝, 36˝, 48˝, 60˝, 
and 72˝.  For installations requiring a longer downrod, a downrod coupler is available.  The Ventana™ fan can be mounted 
on a sloped ceiling up to 30°.  Most sloped ceiling installations require a downrod longer than the standard 4.5˝ downrod. 
Optional sloped ceiling ball kits (SCB1-52) are available for up to 52°.  Call your local dealer for more information.

LOCATION USE:
Fan is rated for dry locations only.

Available Finish
SB Sedona Beige with Amber Tea glass

Airflow / Energy Efficiency Info (120V)

Fan Speed Max RPM CFM CFM / Watts Amps Watts
High 172 5634 75 0.58 75

Med 118 3529 88 0.49 40

Low 60 1496 115 0.28 13

Floor

Ceiling

14° Blade Pitch

Net Hanging Weight: 26.5 lbs

5.75˝ dia

Blade Sweep = 52˝ dia

7´ min

A
B

A B
Fan w/4.5˝ downrod 18.38˝ 10.59˝
Fan w/12˝ downrod 25.88˝ 18.09˝
Fan w/18˝ downrod 31.88˝ 24.09˝
Fan w/24˝ downrod 37.88˝ 30.09˝
Fan w/36˝ downrod 49.88˝ 42.09˝
Fan w/48˝ downrod 61.88˝ 54.09˝
Fan w/60˝ downrod 73.88˝ 66.09˝
Fan w/72˝ downrod 85.88˝ 78.09˝
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VETRICCO®

FP3120**
Ceiling Fan

7´ min

Floor

Ceiling

Blade Sweep = 60˝ dia 

15° Blade Pitch

Net Hanging Weight: 35 lbs

5.75˝ dia

Available Finish
SN Satin nickel/chrome balls

INSTALLATION REQUIREMENTS: 
Fan must be attached to a securely anchored electrical 
junction box capable of withstanding a load of at least 50 lbs.

ELECTRICAL REQUIREMENTS: 
Requires a grounded electrical supply line of 
120 volts AC, 60 Hz, 15 amp circuit.   

MOTOR SPECS: 
188 x 25 motor is designed for optimal performance with this fan.  
220 VAC, 50 Hz export version available (satin nickel finish only).

BLADES:
A set of 3 composite blades are included with this fan.

CONTROL OPTIONS:
C26 hand-held remote control and canopy-style receiver unit (RECAN68UD) are included. Frequency code settings are 
located in both  transmitter and receiver units. Push button control has 3  fan speeds, infinite light levels and off button.  
Reversing switch located inside fan housing on upper socket housing.  Optional C2 and C9 wall controls are available—
sold separately.  Instructions are provided with each control. 

LIGHTING OPTIONS:
3-bulb decorative uplight fixture with three 25-watt candelabra bulbs included as well as 3-bulb downlight fixture with 
three 25-watt candelabra bulbs included.  Maximum wattage (uplight and downlight) not to exceed 150 watts.

DOWNROD OPTIONS:
Fan comes with a ½˝ dia. x 6˝ long downrod (DR6).  Optional downrods are available in 12˝, 18˝, 24˝, 36˝, 48˝, 60˝ and 
72˝ lengths.  A downrod coupler is available for installations requiring a downrod longer than 72˝.  Fan can be mounted 
on a sloped ceiling up to 30°.  Most sloped ceiling installations require a downrod longer than the standard 6˝ downrod. 
Optional sloped ceiling ball kits (SCB52) are available for slope angles greater than 30° and up to 52°.  Call technical 
support for more information.

LOCATION USE:
Fan is rated for dry locations only.

Airflow / Energy Efficiency Info (120V)

Fan Speed Max RPM CFM CFM / Watts Amps Watts
High 152 7094 87 0.68 82

Med 112 5053 106 0.76 48

Low 75 3336 142 0.43 24

A B
Fan w/6˝ downrod 23.00˝ 15.00˝
Fan w/12˝ downrod 29.00˝ 21.00˝
Fan w/18˝ downrod 35.00˝ 27.00˝
Fan w/24˝ downrod 41.00˝ 33.00˝
Fan w/36˝ downrod 53.00˝ 45.00˝
Fan w/48˝ downrod 65.00˝ 57.00˝
Fan w/60˝ downrod 77.00˝ 69.00˝
Fan w/72˝ downrod 89.00˝ 81.00˝

A
B
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FP4210**
Ceiling Fan

VOLARE®

7´ min

Floor

Ceiling

14° Blade Pitch

Blade Sweep = 60˝ dia 

Net Hanging Weight: 34 lbs

5.75” dia

Available Finish

CH Chrome with mahogany blades

OB Oil-rubbed bronze with cherry blades

SN Satin nickel with maple blades

INSTALLATION REQUIREMENTS:
Fan must be attached to a securely anchored electrical 
junction box capable of withstanding a load of at least 50 lbs.

ELECTRICAL REQUIREMENTS:
Requires a grounded electrical supply line of 
120 volts AC, 60 Hz, 15 amp circuit.  

MOTOR SPECS: 
188 x 25 motor is designed for optimal performance with this fan.  
220 VAC, 50 Hz export version available (satin nickel finish only).

BLADES:
A set of 5 wood blades are included with this fan.  See our catalog or visit www.fanimation.com for more information.

CONTROL OPTIONS:
C20 hand-held, reversing remote control and canopy-style receiver unit (RECAN68) are included. Push button control with 
frequency code settings located on both the transmitter and the receiver units.  Each push button unit will consist of 3 separate 
fan speeds, infinite light levels, reverse and off buttons.  Optional C21 wall control is available (to be used in conjunction with 
fan receiver).  C4-220 remote control is included with 220V models.  Instructions are provided with each control.

LIGHTING OPTIONS:
3-bulb downlight fixture with three 40-watt candelabra bulbs is included.  Maximum downlight wattage is not to exceed 
120 watts.

DOWNROD OPTIONS:
Fan comes with a ½˝ dia. x 6˝ long downrod (DR6).  Optional downrods are available in 12˝, 18˝, 24˝, 36˝, 48˝, 60˝ and 
72˝ lengths.  A downrod coupler is available for installations requiring a downrod longer than 72˝.  Fan can be mounted 
on a sloped ceiling up to 30°.  Most sloped ceiling installations require a downrod longer than the standard 6˝ downrod.    
Optional sloped ceiling ball kits (SCB52) are available for slope angles greater than 30° and up to 52°.  Call technical 
support for more information.

LOCATION USE:
Fan is rated for dry locations only.

Airflow / Energy Efficiency Info (120V)

Fan Speed Max RPM CFM CFM / Watts Amps Watts
High 98 4909 63 0.66 78

Med 65 3102 82 0.51 38

Low 44 1762 92 0.38 19

A B
Fan w/6˝ downrod 19.00˝ 15.00˝
Fan w/12˝ downrod 25.00˝ 21.00˝
Fan w/18˝ downrod 31.00˝ 27.00˝
Fan w/24˝ downrod 37.00˝ 33.00˝
Fan w/36˝ downrod 49.00˝ 45.00˝
Fan w/48˝ downrod 61.00˝ 57.00˝
Fan w/60˝ downrod 73.00˝ 69.00˝
Fan w/72˝ downrod 85.00˝ 81.00˝

A B
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FP7300RS
3-Blade Style Model

WINDPOINTE® SERIES

Energy Efficiency Info (120V)

Fan Speed Max RPM CFM CFM / Watts Amps Watts
High 95 4087 76 0.45 53

Med 86 3307 88 0.38 38

Low 68 1939 118 0.25 17

INSTALLATION REQUIREMENTS: 
Fan must be attached to a securely anchored electrical junction 
box capable of withstanding a load of at least 50 lbs.

ELECTRICAL REQUIREMENTS: 
Requires a grounded electrical supply line of 120 volts AC, 60 Hz, 
15 amp circuit.  

MOTOR SPECS: 
188 x 25 motor is designed for optimal performance with this fan.  220 VAC, 50 Hz export version is available.

BLADES:
A set of three wide oval woven bamboo blades is included.

CONTROL OPTIONS:
Optional C1, C2 and C25* wall controls and C4 remote control with receiver unit are available—sold separately.  Instructions are 
provided with each control.
*C25 wall control must be used with C4 remote control

LIGHTING OPTIONS: 
Optional lighting fitters and light kits are available.  See our catalog or visit www.fanimation.com for lighting options.

DOWNROD OPTIONS:
Fan comes with a 1˝ dia. x 6˝ long downrod (DR1-6).  Optional downrods are available in 12˝, 18˝, 24˝, 36˝, 48˝, 60˝ and 
72˝ lengths.  Fan can be mounted on a sloped ceiling up to 30°.  Most sloped ceiling installations require a downrod 
longer than the standard 6˝ downrod.  Optional sloped ceiling ball kits (SCB1-52) are available for up to 52°.  Call 
technical support for more information.

LOCATION USE:
FP7300RS is rated for dry and damp locations.

Available Finish

RS Rust (Damp)

Floor

Ceiling

14° Blade Pitch

Net Hanging Weight: 26.5 lbs

5.75˝ dia

Blade Sweep = 56˝ dia

7´ min

A B
A B

Fan w/6˝ downrod 14.50˝ 15.00˝
Fan w/12˝ downrod 20.50˝ 21.00˝
Fan w/18˝ downrod 26.50˝ 27.00˝
Fan w/24˝ downrod 32.50˝ 33.00˝
Fan w/36˝ downrod 44.50˝ 45.00˝
Fan w/48˝ downrod 56.50˝ 57.00˝
Fan w/60˝ downrod 68.50˝ 69.00˝
Fan w/72˝ downrod 80.50˝ 81.00˝
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FP7400**
4 Wood Blade Model

WINDPOINTE® SERIES

FP7400AB Airflow / Energy Efficiency Info (120V)

Fan Speed Max RPM CFM CFM / Watts Amps Watts
High 170 5129 104 0.42 49

Med 131 3867 124 0.34 31

Low 79 2257 165 0.22 14

INSTALLATION REQUIREMENTS: 
Fan must be attached to a securely anchored electrical junction 
box capable of withstanding a load of at least 50 lbs.

ELECTRICAL REQUIREMENTS: 
Requires a grounded electrical supply line of 120 volts AC, 60 
Hz, 15 amp circuit.  

MOTOR SPECS: 
188 x 25 motor is designed for optimal performance with this fan.  
220 VAC, 50 Hz export version is available.

BLADES:
A set of four wood blades is included.

CONTROL OPTIONS:
Optional C1, C2 and C25* wall controls and C4 remote control with receiver unit are available—sold separately.  Instructions are 
provided with each control.
*C25 wall control must be used with C4 remote control

LIGHTING OPTIONS: 
Optional lighting fitters and light kits are available.  See our catalog or visit www.fanimation.com for lighting options.

DOWNROD OPTIONS:
Fan comes with a 1˝ dia. x 6˝ long downrod (DR1-6).  Optional downrods are available in 12˝, 18˝, 24˝, 36˝, 48˝, 60˝ and 
72˝ lengths.  Fan can be mounted on a sloped ceiling up to 30°.  Most sloped ceiling installations require a downrod 
longer than the standard 6˝ downrod.  Optional sloped ceiling ball kits (SCB1-52) are available for up to 52°.  Call 
technical support for more information.

LOCATION USE:
Fans are rated for dry locations only.

FP7400RS Airflow / Energy Efficiency Info (120V)

Fan Speed Max RPM CFM CFM / Watts Amps Watts
High 145 4240 86 0.42 50

Med 110 3101 100 0.34 31

Low 67 1733 127 0.22 14

Floor

Ceiling

14° Blade Pitch

Net Hanging Weight: 26.5 lbs

5.75˝ dia

Blade Sweep = 52˝ dia
7´ min

Available Finish
AB Antique Brass
RS Rust (Damp)

A B
Fan w/6˝ downrod 14.50˝ 14.00˝
Fan w/12˝ downrod 20.50˝ 20.00˝
Fan w/18˝ downrod 26.50˝ 26.00˝
Fan w/24˝ downrod 32.50˝ 32.00˝
Fan w/36˝ downrod 44.50˝ 44.00˝
Fan w/48˝ downrod 56.50˝ 56.00˝
Fan w/60˝ downrod 68.50˝ 68.00˝
Fan w/72˝ downrod 80.50˝ 80.00˝

A B
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FP7500**
5-Blade Traditional Model

WINDPOINTE® SERIES

FP7500MW Airflow / Energy Efficiency Info (120V)

Fan Speed Max RPM CFM CFM / Watts Amps Watts
High 122 2812 67 0.37 42

Med 109 2501 73 0.33 35

Low 75 1600 96 0.23 17

FP7500AB Airflow / Energy Efficiency Info (120V)

Fan Speed Max RPM CFM CFM / Watts Amps Watts
High 86 2633 63 0.37 42

Med 82 2337 68 0.34 34

Low 57 1420 86 0.23 17

FP7500RS Airflow / Energy Efficiency Info (120V)

Fan Speed Max RPM CFM CFM / Watts Amps Watts
High 95 2551 60 0.37 42

Med 86 2272 65 0.34 35

Low 68 1175 71 0.23 17

INSTALLATION REQUIREMENTS: 
Fan must be attached to a securely anchored electrical junction 
box capable of withstanding a load of at least 50 lbs.

ELECTRICAL REQUIREMENTS: 
Requires a grounded electrical supply line of 120 volts AC, 60 Hz, 
15 amp circuit.  

MOTOR SPECS: 
188 x 25 motor is designed for optimal performance with this fan.  
220 VAC, 50 Hz export version is available.

BLADES:
A set of five blades is included.

CONTROL OPTIONS:
Optional C1, C2 and C25* wall controls and C4 remote control with 
receiver unit are available—sold separately.  Instructions are provided 
with each control.
*C25 wall control must be used with C4 remote control

LIGHTING OPTIONS: 
Optional lighting fitters and light kits are available.  See our catalog or visit www.fanimation.com for lighting options.

DOWNROD OPTIONS:
Fan comes with a 1˝ dia. x 6˝ long downrod (DR1-6).  Optional downrods are available in 12˝, 18˝, 24˝, 36˝, 48˝, 60˝ and 
72˝ lengths.  Fan can be mounted on a sloped ceiling up to 30°.  Most sloped ceiling installations require a downrod 
longer than the standard 6˝ downrod.  Optional sloped ceiling ball kits (SCB1-52) are available for up to 52°.  Call 
technical support for more information.

LOCATION USE:
FP7500AB and FP7500MW are rated for dry locations only.  FP7500RS is rated for dry and damp locations.

Floor

Ceiling

18° Blade Pitch

Net Hanging Weight: 
FP7500AB 	 = 23.84 lbs
FP7500MW	 = 23.66 lbs
FP7500RS	 = 25.41 lbs

5.75˝ dia

Blade Sweep:
FP7500AB 	= 52˝ dia
FP7500MW	= 44˝ dia
FP7500RS	 = 52˝ dia 7´ min Available Finishes

AB Antique Brass
MW Matte white
RS Rust (Damp)

A

A B
Fan w/6˝ downrod 14.50˝ 14.00˝
Fan w/12˝ downrod 20.50˝ 20.00˝
Fan w/18˝ downrod 26.50˝ 26.00˝
Fan w/24˝ downrod 32.50˝ 32.00˝
Fan w/36˝ downrod 44.50˝ 44.00˝
Fan w/48˝ downrod 56.50˝ 56.00˝
Fan w/60˝ downrod 68.50˝ 68.00˝
Fan w/72˝ downrod 80.50˝ 80.00˝

B
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WINDPOINTE® SERIES

Fan Motor Assembly

MA7300 Series
Fan Motor Assembly (188 x 25) Available Finishes

MA7300MW – Matte White (Damp)

MA7300OB – Oil-Rubbed Bronze

MA7300RS – Rust* (Damp)

MA7400 Series
Fan Motor Assembly (188 x 25) Available Finishes

MA7400AB – Antique Brass*

MA7400OB – Oil-Rubbed Bronze

MA7400PW – Pewter

MA7500 Series
Fan Motor Assembly (188 x 25) Available Finishes

MA7500AB – Antique Brass*

MA7500MW – Matte White (Damp)

MA7500OB – Oil-Rubbed Bronze

MA7500PW – Pewter

MA7500RS – Rust* (Damp)

INSTALLATION REQUIREMENTS: 
Fan must be attached to a securely anchored electrical junction box capable of withstanding a load of at least 50 lbs.

ELECTRICAL REQUIREMENTS: 
Requires a grounded electrical supply line of 120 volts AC, 60 Hz, 15 amp circuit.  

FAN SPEEDS / BLADES:
3 fan speeds with pull chain and reversing switch (on switch cup housing).  Speeds will vary depending on blade size and 
type.  All blade sets are sold separately.  See our catalog or visit www.fanimation.com for available blade options.

CONTROL OPTIONS:
Optional C1, C2 and C25* wall controls and C4 remote control with receiver unit are available—sold separately.  Instructions are 
provided with each control.
*C25 wall control must be used with C4 remote control

LIGHTING OPTIONS: 
Optional lighting fitters and light kits are available.  See our catalog or visit www.fanimation.com for lighting options.

DOWNROD OPTIONS:
Fan comes with a 1˝ dia. x 6˝ long downrod (DR1-6).  Optional downrods are available in 12˝, 18˝, 24˝, 36˝, 48˝, 60˝ and 
72˝ lengths.  Fan can be mounted on a sloped ceiling up to 30°.  Most sloped ceiling installations require a downrod 
longer than the standard 6˝ downrod.  Optional sloped ceiling ball kits (SCB1-52) are available for up to 52°.  Call 
technical support for more information.

MA7500 Airflow / Energy Efficiency Info (120V)

Fan Speed Max RPM CFM CFM / Watts Amps Watts
High 110 3468 82 0.37 42

Med 97 3010 88 0.33 34

Low 63 1743 106 0.23 17

MA7400 Airflow / Energy Efficiency Info (120V)

Fan Speed Max RPM CFM CFM / Watts Amps Watts
High 170 5129 104 0.42 49

Med 131 3867 124 0.34 31

Low 79 2257 165 0.22 14

MA7300 Airflow / Energy Efficiency Info (120V)

Fan Speed Max RPM CFM CFM / Watts Amps Watts
High 112 5301 99 0.45 54

Med 93 4171 111 0.38 38

Low 57 2514 152 0.25 17

*220 VAC, 50 Hz export version available in this finish.

Blade sweep varies depending on blade selection, see chart on page 79

Blade sweep varies depending on blade selection, see chart on page 79

Blade sweep varies depending on blade selection, see chart on page 79
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ZONIX™

FP4620** / FP4630SN
Ceiling Fan

7´ min

Floor

Ceiling

Net Hanging Weight: 20 lbs

6˝ dia

14° Blade Pitch

INSTALLATION REQUIREMENTS: 
Fan must be attached to a securely anchored electrical 
junction box capable of withstanding a load of at least 50 lbs.

ELECTRICAL REQUIREMENTS: 
Requires a grounded electrical supply line of 
120 volts AC, 60 Hz, 15 amp circuit.  

MOTOR SPECS: 
153 x 18 motor is designed for optimal performance with this fan.  
220 VAC, 50 Hz export version available.

BLADES:
A set of three 26˝ reversible cherry/walnut wood blades is included.  
Optional sets of three 20˝ wood blades are available in reversible cherry/walnut (B4442CWR) and satin nickel (B4442SN) 
finishes—sold separately.  Optional sets of three 20˝ composite blades are available in cherry (BPW4442CY) and walnut 
(BPW4442WA) finishes—sold separately.

CONTROL OPTIONS:
CW40 fan-only wall control is included.  Reversing switch located on fan housing.  Instructions are provided with each 
control.  Optional C2 wall control and C4 hand-held remote with receiver are available—sold separately.

LIGHTING OPTION:
A single-bulb downlight fixture with 13 watt, energy-efficient CFL bulb included is available—sold separately.  Maximum 
downlight wattage not to exceed 13 watts.  NOTE: Fan supplied with fan only wall control.  Light kit will require use of 
C25* wall control and/or C4FL hand-held remote control with receiver unit—sold separately.
*C25 wall control must be used with C4 remote control

DOWNROD OPTIONS:
Fan comes with a 1˝ dia. x 6˝ long downrod (DR1-6). Optional downrods available in 12˝, 18˝, 24˝, 36˝, 48˝, 60˝ and 72˝ lengths.  
A downrod coupler is available for installations requiring a downrod longer than 72˝. Fan can be mounted on a sloped ceiling 
up to 30°. Most sloped ceiling installations require a downrod longer than the standard 6˝ downrod. Optional sloped ceiling ball 
kits (SCB1-52) are available for slope angles greater than 30° and up to 52°. Call technical support for more information.

LOCATION USE:
Fan is rated for dry locations only, however, is damp location rated if used with composite blades listed above.

Airflow / Energy Efficiency Info (120V)

Fan Speed Max RPM CFM CFM / Watts Amps Watts
High 145 4529 83 0.45 55

H-Med 99 2987 108 0.32 28

L-Med 70 2008 133 0.23 15

Low 49 992 126 0.17 8

Available Finishes

OB Oil-rubbed bronze—reversible cherry/walnut
SN Satin nickel—reversible cherry/walnut
SN Satin nickel—satin nickel

A

Blade Sweep
26˝ Blade = 54˝ dia
20˝ Blade = 42˝ dia 

B A B
Fan w/6˝ downrod 15.40˝ 12.90˝
Fan w/12˝ downrod 21.40˝ 18.90˝
Fan w/18˝ downrod 27.40˝ 24.90˝
Fan w/24˝ downrod 33.40˝ 30.90˝
Fan w/36˝ downrod 45.40˝ 42.90˝
Fan w/48˝ downrod 57.40˝ 54.90˝
Fan w/60˝ downrod 69.40˝ 66.90˝
Fan w/72˝ downrod 81.40˝ 78.90˝
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BLADE SWEEP INFORMATION

5-Blade Fans
Blade Blade Length Blade Sweep

Palm Leaf (Dry Location Only)
ISP2, ISP5 18˝ 44˝
ISP1, ISP4, ISP1RB, ISP4RB 22˝ 52˝

Woven Bamboo (Dry and Damp Locations Only)
ISD2A 18˝ 44˝
ISD1A, ISD4A, ISD7A, ISD1C, ISD4C, ISD7C 22˝ 52˝

Wood (Dry Location Only)
B6030CY, B6030MH, B6030MP, B6030TK 30˝ 68˝
B6000CY, B6000MH, B6000MP, B6000TK 36˝ 80˝

All-Weather Composite (Dry, Damp and Wet Location)
BPD5A 18˝ 44˝
BPW20CY, BPW20MH, BPW20TK 20˝ 48˝
BPW10CY 20.5˝ 49˝
BPD1A, BPD4A, BPD4BL, BPD4MW, BPP1, BPP4, 
BPP1BR, BPD4BR, BPP4GR 22˝ 52˝

The following fans have varying blade sweeps from 44˝ to 80˝ depending on blade selection:

Use the charts below to determine blade sweep.

The Americana-- ®

The Belleria-- ®

The Bourbon Street-- ®

The Islander-- ®

Louvre-- ®

Sandella-- ®

The Torrento-- ®

Treventi-- ®

The Windpointe-- ® - 3-blade fans
The Windpointe-- ® - 4-blade fans
The Windpointe-- ® - 5-blade fans

4-Blade Fans
Blade Blade Length Blade Sweep

Wood (Dry Location Only)
B4010CP, B4020SS, B4040CP 22˝ 52˝
B4000CA 26˝ 60˝
B4060CP 36˝ 80˝

Blade Sweep

Blade-Selection Fans

3-Blade Fans
Blade Blade Length Blade Sweep

Wood (Dry Location Only)
B2040BL, B2070CP, B3000BW, B3000IM 24˝ 56˝
Bamboo and Wicker (Dry and Damp Locations Only)
B4000CA 26˝ 60˝
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